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1.0 General Details

1.1 Equipment Under Test [EUT]
Description of Sample(s)

Product: Micro ATX power PP/PN series

Manufacturer: Easrech Electrical Products (Dongguan) Co., Ltd
No. 182, Kuiging Rd Qinghuang Industrial District, Qingxi
Town, Dongguan City, Guangdong 523650, China

Brand Name: KMEX Ever-Power

Model Number: PP/PN-300

Additional Model Number(s):  PP/PN-180, PP/PN-230, PP/PN-250
Rating: Input: 115Va.c 60Hz, 5A;

Output: +3.3Vd.c 8A, MAX:90W; +5Vd.c 9A, MAX:90W;
+12Vd.c 12A, MAX:300W; -12Vd.c 0.3A, MAX:300W;
+5Vshd.c 2A, MAX:300W
1.1.1  Description of EUT Operation
The Equipment Under Test (EUT) is a Key Mouse Electronic Enterprise Co., Ltd., Micro
ATX power PP/PN series.

1.2 Date of Order

2012-01-11

13 Submitted Sample(s):

1 Sample

1.4 Test Duration

2012-02-16, 2012-02-17

15 Country of Origin

Sweden
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2.0 Technical Details

2.1 Investigations Requested

Page 5 of 31

Perform ElectroMagnetic Interference measurement in accordance with FCC 47CFR [Codes of
Federal Regulations] Part 15: 2010 and ANSI C63.4: 2009 for FCC Verification.

2.2 Test Standards and Results Summary Tables

EMISSION
Results Summary
Test Condition Test Requirement Test Method Class/ Test Result
Severity | Pass | Failed [ N/A
Radiated Emissions FCC 47CFR 15.109 ANSI C63.4:2009 Class B X O O
Conducted Emissions FCC 47CFR 15.107 ANSI C63.4:2009 Class B ( O O
on AC, 0.15MHz to
30MHz

Note: N/A - Not Applicable

This report shall not be reproduced unless with prior written approval from STC (Dongguan) Company Limited.
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3.0 Test Results
3.1 Emission

3.1.1 Radiated Emissions (30 — 1000MHz)

Test Requirement: FCC 47CFR 15.109 Class B

Test Method: ANSI C63.4:2009

Test Date: 2012-02-16

Mode of Operation: Full load mode / Half load mode / No load mode

Test Method:

The sample was placed 0.8m above the ground plane of semi-anechoic chamber*. Measurements in
both horizontal and vertical polarities were performed. During the test, each emission was maximized
by: having the EUT continuously working, investigated all operating modes, rotated about all 3 axis
(X, Y & Z) and considered typical configuration to obtain worst position, manipulating interconnecting
cables, rotating turntable, varying antenna height from 1m to 4m in both horizontal and vertical
polarizations. The emissions worst-case are shown in Test Results of the following pages.

*: Semi-anechoic chamber located on the G/F of DGSTC with a metal ground plane filed with the
FCC pursuant to section 2.948 of the FCC rules, with Registration Number: 629686.

Test Procedure:

The EUT is a micro ATX power PP/PN series, the test was conducted during the full load / half load /
no load function to simulate the normal usage as well as to produce the maximum electromagnetic
disturbances.

Test Setup:

Semi-Anechoic Chamber

[ ]

Distance = 3m Computer

<« [

bl >
| | | ‘ \ Measurement

| Receiver
EUT Turn-table
[ — —
Absorbers

Ground Plane

Absorbers placed on top of the ground plane are for measurements above 1000MHz only.
STC (Dongguan) Company Limited
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Limits for Radiated Emissions [FCC 47 CFR 15.109 Class B]:
Frequency Range Quasi-Peak Limits
[MHZz] [uV/m] [dBpV/m]
30-88 100 40.0
88-216 150 43.5
216-960 200 46.0
Above960 500 54.0

The emission limits shown in the above table are based on measurement employing a CISPR quasi-peak detector
and above 1000MHz are based on measurements employing an average detector.

Results of Full load mode (300W): PASS
Please refer to the following table for result details

Horizontal
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Results of Full load mode (300W): PASS
Radiated Emissions
Quasi-Peak
Emission E-Field Level Limit Level Limit
Frequency Polarity @3m @3m @3m @3m
MHz dBpV/m dBpV/m MV/m HMV/m
85.0 Horizontal 34.9 40.0 55.6 100
158.2 Horizontal 39.1 435 90.2 150
209.8 Horizontal 38.2 435 81.3 150
Remark:

Calculated measurement uncertainty: 4.6dB
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Limits for Radiated Emissions [FCC 47 CFR 15.109 Class B]:
Frequency Range Quasi-Peak Limits
[MHz] [uV/m] [dBpV/m]
30-88 100 40.0
88-216 150 43.5
216-960 200 46.0
Above9d60 500 54.0

The emission limits shown in the above table are based on measurement employing a CISPR quasi-peak detector
and above 1000MHz are based on measurements employing an average detector.

Results of Full load mode (300W): PASS
Please refer to the following table for result details

Vertical
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Results of Full load mode (300W): PASS

Page 10 of 31

Radiated Emissions

Quasi-Peak
Emission E-Field Level Limit Level Limit
Frequency Polarity @3m @3m @3m @3m
MHz dBpV/m dBpV/m MV/m HMV/m
77.6 Vertical 36.9 40.0 70.0 100
90.2 Vertical 37.6 435 75.9 150
146.0 Vertical 37.8 435 77.6 150
Remark:

Calculated measurement uncertainty: 4.6dB
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Limits for Radiated Emissions [FCC 47 CFR 15.109 Class B]:
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Frequency Range Quasi-Peak Limits
[MHZz] [uV/m] [dBuV/m]
30-88 100 40.0
88-216 150 43.5
216-960 200 46.0
Above960 500 54.0

The emission limits shown in the above table are based on measurement employing a CISPR quasi-peak detector
and above 1000MHz are based on measurements employing an average detector.

Results of Half load mode (150W): PASS
Please refer to the following table for result details
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Results of Half load mode (150W): PASS

Radiated Emissions
Quasi-Peak
Emission E-Field Level Limit Level Limit
Frequency Polarity @3m @3m @3m @3m
MHz dBpV/m dBpV/m MV/m HMV/m
85.2 Horizontal 30.3 40.0 32.7 100
110.8 Horizontal 31.2 435 36.3 150
156.7 Horizontal 37.4 435 74.1 150
Remark:

Calculated measurement uncertainty: 4.6dB
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Limits for Radiated Emissions [FCC 47 CFR 15.109 Class B]:

Page 13 of 31

Frequency Range

Quasi-Peak Limits

[MHz] [uV/m] [dBuV/m]
30-88 100 40.0
88-216 150 435

216-960 200 46.0

Above960 500 54.0

The emission limits shown in the above table are based on measurement employing a CISPR quasi-peak detector
and above 1000MHz are based on measurements employing an average detector.

Results of Half load mode (150W): PASS
Please refer to the following table for result details
Vertical
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Results of Half load mode (150W): PASS
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Radiated Emissions

Quasi-Peak
Emission E-Field Level Limit Level Limit
Frequency Polarity @3m @3m @3m @3m
MHz dBpV/m dBpV/m MV/m HMV/m
46.0 Vertical 35.6 40.0 60.3 100
136.4 Vertical 34.1 435 50.7 150
151.1 Vertical 36.5 43.5 66.8 150
Remark:

Calculated measurement uncertainty: 4.6dB
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Limits for Radiated Emissions [FCC 47 CFR 15.109 Class B]:

Page 15 of 31

Frequency Range

Quasi-Peak Limits

[MHz] [uV/m] [dBuV/m]
30-88 100 40.0
88-216 150 435

216-960 200 46.0

Above960 500 54.0

The emission limits shown in the above table are based on measurement employing a CISPR quasi-peak detector
and above 1000MHz are based on measurements employing an average detector.

Results of No load mode: PASS

Please refer to the following table for result details
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Results of No load mode: PASS

Page 16 of 31

Radiated Emissions
Quasi-Peak
Emission E-Field Level Limit Level Limit
Frequency Polarity @3m @3m @3m @3m
MHz dBpV/m dBpV/m MV/m HMV/m
30.3 Horizontal 32.4 40.0 41.7 100
88.2 Horizontal 28.2 435 25.7 150
156.9 Horizontal 30.8 435 34.7 150
Remark:

Calculated measurement uncertainty: 4.6dB

STC (Dongguan) Company Limited

68 Fumin Nan Road, Dalang, Dongguan, China. (Zip Code : 523 770)
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Limits for Radiated Emissions [FCC 47 CFR 15.109 Class B]:

Frequency Range Quasi-Peak Limits
[MHZz] [uV/m] [dBuV/m]
30-88 100 40.0
88-216 150 43.5
216-960 200 46.0
Above960 500 54.0

The emission limits shown in the above table are based on measurement employing a CISPR quasi-peak detector
and above 1000MHz are based on measurements employing an average detector.

Results of No load mode: PASS
Please refer to the following table for result details
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Results of No load mode: PASS

Page 18 of 31

Radiated Emissions

Quasi-Peak
Emission E-Field Level Limit Level Limit
Frequency Polarity @3m @3m @3m @3m
MHz dBpV/m dBpV/m MV/m HMV/m
46.4 Vertical 28.9 40.0 27.9 100
58.1 Vertical 29.6 40.0 30.2 100
89.5 Vertical 30.9 43.5 35.1 150
Remark:

Calculated measurement uncertainty: 4.6dB
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3.1.2 Conducted Emissions (0.15MHz to 30MHz)

Test Requirement: FCC 47CFR 15.107 Class B

Test Method: ANSI C63.4:2009

Test Date: 2012-02-17

Mode of Operation: Full load mode / Half load mode / No load mode

Test Method:

The test was performed in accordance with ANSI C63.4: 2009, with the following: initial
measurements were performed in peak and average detection modes on the live line, any emissions
recorded within 30dB of the relevant limit lines were re-measured using quasi-peak and average
detection on the live and neutral lines with the worst case recorded in the table of results.

Test Procedure:

The EUT is a micro ATX power PP/PN series, the test was conducted during the full load / half load /
no load function to simulate the normal usage as well as to produce the maximum electromagnetic
disturbances.

Test Setup:
Cable
EUT & —o8m
I ) Receiver
0.8m
LISN AE

STC (Dongguan) Company Limited
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Limits for Conducted Emissions (FCC 47 CFR 15.107):
Frequency Range Quasi-Peak Limits Average
[MHzZ] [dBuV] [dBuV]
0.15-0.5 66 to 56* 56 to 46*
0.5-5.0 56 46
5.0-30.0 60 50

* Decreases with the logarithm of the frequency.

Limits for Conducted Emissions Test, please refer to limit lines (Quasi-Peak and Average) in the following

diagram.

Results of Full load mode (300W) (L): PASS
Please refer to the following diagram for individual results. -
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MEASUREMENT RESULT: "wel 0001 fin AV"

Level Transd Limit Margin Line PE
Buv dB BuWvV dB
49 g.6 53 4.2 L1 GND
34 9.9 50 le.0 L1 GND
34 9.9 50 15.1 L1 GND
37 9.9 50 12.8 L1 GND
MEASUREMENT RESULT: "wol 0001 fin QP"
2/1e/2012 11:22RmM
Frequency Level Transd Limit Margin Line FE
MHz dBuv dB dBpvV dB
11.545000 8.9 &0 10.3 Ll GND
11.&10000 8.9 &0 10.7 L1 GND
11.380000 8.9 &0 10.e Ll GND
2.01000 9.9 &0 3.9 Ll GND
Remark:

Calculated measurement uncertainty: 3.4dB
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Limits for Conducted Emissions (FCC 47 CFR 15.107):

Frequency Range Quasi-Peak Limits Average
[MHz] [dBuV] [dBuV]
0.15-0.5 66 to 56* 56 to 46*
0.5-5.0 56 46
5.0-30.0 60 50

* Decreases with the logarithm of the frequency.
Limits for Conducted Emissions Test, please refer to limit lines (Quasi-Peak and Average) in the following

diagram.

Results of Full load mode (300W) (N): PASS
Please refer to the following diagram for individual results.
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No.: DM107374

MEASUREMENT RESULT: "veol 0001 fin AV"

.80 8.7 46 5.2 N
.70 =1 4.3 N
.80 46 3.1 N
.30 g g 4.7 N
30 8.7 46 2.7 W
"vol 0001 fin QP"
2/ 11:242M
Frequency Level Transd Limit Margin Line FE
MHz dBuv dBe dBuv dB
45, ] 8.7 26 N
47.2 36 2
47. 36 2
4g 56 oy
44 56 H

Remark:
Calculated measurement uncertainty: 3.4dB
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No.: DM107374
Limits for Conducted Emissions (FCC 47 CFR 15.107):
Frequency Range Quasi-Peak Limits Average
[MHZ] [dBuV] [dBuV]
0.15-0.5 66 to 56* 56 to 46*
0.5-5.0 56 46
5.0-30.0 60 50

* Decreases with the logarithm of the frequency.

Limits for Conducted Emissions Test, please refer to limit lines (Quasi-Peak and Average) in the following

diagram.

Results of Half load mode (150W) (L): PASS
Please refer to the following diagram for individual results.

—_

———— MES vol_0001_pre FK
———— MES wol_0001_pre AV

STC (Dongguan) Company Limited

68 Fumin Nan Road, Dalang, Dongguan, China. (Zip Code : 523 770)
Tel : (86 769) 8111 9888 Fax : (86 769) 8111 6222 E-mail : dgstc@dgstc.org Homepage : www.dgstc.org

This report shall not be reproduced unless with prior written approval from STC (Dongguan) Company Limited.
For Conditions of Issuance of this test report, please refer to the overleaf or Homepage.

Level [dBpY]
0
) —
g0 =S N
40 T T i I
\ | e ] |
ol H A ) |
- 5 '\.1-1‘;"'5-.- il';'i ih LR iy !;;u!l HHITHAI |Ii||I '
Ty T S T I ELRE
AR RV ST I At _~_'..|‘1I: f";i.-] 'Ié'psllﬁ' T'Iil .J:‘?‘!
- \ i L i Y |II il i |!||I IlHI ' %I..“,“rl:i? .-lli "|' 'u 1
i B (L LTI
PGk TR
10 p pG
I LA L ] 1
|
|
b e 200k 500k ] kY 3 5 ™ 10M 30 I
Frequency [Hz]
x MES wol_D001_fin QP
+ MES wol_D0D1_fin &Y
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Date: 2012-02-21
No.: DM107374

MEASUREMENT RESULT: "wol 0001_fin AV"

2/ DarM
Level Transd Limit Line PE
dBuv dB dBpV
22 38.80 50 Ll GND
23. 33.50 10.1 50 Ll GND
23. 34.70 10.1 50 Ll GND
23. 32.40 10.1 50 17.¢ Ll GND
MEASUREMENT RESULT: "wvol 0001 fin QP"
Transd Limit Margin Line PE
dB dBpV dB
4€.30 € Ll
45.30 €0 Ll
46.30 = Ll
45.70 €0 Ll

Remark:
Calculated measurement uncertainty: 3.4dB
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No.: DM107374

Limits for Conducted Emissions (FCC 47 CFR 15.107):

Frequency Range Quasi-Peak Limits Average
[MHzZ] [dBuV] [dBuV]
0.15-0.5 66 to 56* 56 to 46*
0.5-5.0 56 46
5.0-30.0 60 50

* Decreases with the logarithm of the frequency.
Limits for Conducted Emissions Test, please refer to limit lines (Quasi-Peak and Average) in the following

diagram.

Results of Half load mode (150W) (N): PASS
Please refer to the following diagram for individual results.

Level [@BpV]
70
&0
50
| iy
40 1 |
. |
| 20
|
Ik
2 I
| |
i 1
I 10 N
150k 00k 500k ™M it | | M ™ 10M el )
Frequency [Hz]
x MES wol_D001_fin QP
+ MES vol_0001_fin AV
———— MES vol_D001_pre PK
———— MES vol_0001_pre &Y

STC (Dongguan) Company Limited

68 Fumin Nan Road, Dalang, Dongguan, China. (Zip Code : 523 770)
Tel : (86 769) 8111 9888 Fax : (86 769) 8111 6222 E-mail : dgstc@dgstc.org Homepage : www.dgstc.org

This report shall not be reproduced unless with prior written approval from STC (Dongguan) Company Limited.
For Conditions of Issuance of this test report, please refer to the overleaf or Homepage.



STC Test Report

Date: 2012-02-21
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MEASUREMENT RESULT: "wol 0001 fin AV"

Freguency Level Transd Line FE
MHZE dBpv dB
47.50 54 3]
38,80 47 3]
38.20 4g ¥
38.80 4g 7.2 H
37.10 = 4g 8.8 N
MEASUREMENT RESULT: "wvol 0001 fin QP"
Level Transd Limit Line FE
v dB dBuv
43,60 9.6 37 N
43.40 8.7 56 N
4e.10 9.9 &0 N
46,10 8.9 €0 N

Remark:
Calculated measurement uncertainty: 3.4dB
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Limits for Conducted Emissions (FCC 47 CFR 15.107):

Frequency Range Quasi-Peak Limits Average
[MHz] [dBuV] [dBuV]
0.15-0.5 66 to 56* 56 to 46*
0.5-5.0 56 46
5.0-30.0 60 50

* Decreases with the logarithm of the frequency.
Limits for Conducted Emissions Test, please refer to limit lines (Quasi-Peak and Average) in the following

diagram.

Results of No load mode (L): PASS
Please refer to the following diagram for individual results.

JR——

I Lewel [dBpV]

150k 200k L m il | M 5M ™ 10M 200

1% MES wol DI01_fin QP
|+ MES vol 0001 fin AV
———— MES vol_{001_pre FK
———— MES wol 0001 pre AW
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MEASUREMENT RESULT: "wol 0001 fin AV"

o 51nM
Level Transd Limit Line PE
dBuv dB dBpv
. 44 = 54 1
9. 34 g.83 30 Ll
9. 30.10 G.3 50 L1l
9 32.30 c.8 50 1 Ll
MEASUREMENT RESULT: "wol 0001 fin QP"
24 512M
Level Transd Limit Margin Line PE
dBuv dB dBuv dB
0.20 9.6 4 Ll
0.2 g.¢ g2 Ll
0.4 g.¢ 37 Ll
0.8 9.7 56 Ll
9.4 g.3 el Ll

Remark:
Calculated measurement uncertainty: 3.4dB
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Limits for Conducted Emissions (FCC 47 CFR 15.107):

Frequency Range Quasi-Peak Limits Average
[MHz] [dBuV] [dBuV]
0.15-0.5 66 to 56* 56 to 46*
0.5-5.0 56 46
5.0-30.0 60 50

* Decreases with the logarithm of the frequency.
Limits for Conducted Emissions Test, please refer to limit lines (Quasi-Peak and Average) in the following

diagram.

Results of No load mode (N): PASS
Please refer to the following diagram for individual results.

| Level [dBpV]
B0
I
0
81 —== -l
50 —= -]
40
30 ' '
T
a1 R dhall
2 G
K]
| 1] 1
|
o
150k 200k 500k M bl M M ™ 10M 2aht
Frequency [Hz]
1% MES wol D001_fin QP
|+ MES vol 0001 fin AV

———— MES wol_0001_pre PK
———— MES w0001 pre AV

|

|

|

|

|

|
1
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MEASUREMENT RESULT: "wol 0001 fin AV"

Margin Line PE
dB
15.¢ H
12.1
13 i)
13. N
MEASUREMENT RESULT: "wol 0001 fin QP"
2/1e 2 10:45mM
Frequency Level Transd Limit Margin Line FE
MHz dBuv dB8 dBpv dB
2 3 &0 i)
2 3 &0 3 N
2 20 (23] & N
22.455 &0 3 N
Remark:

Calculated measurement uncertainty: 3.4dB

**xxx End of Test Report *****
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STC Test Report

Date: 2012-02-21 Page Al of Al
No.: DM107374 APPENDIX A
List of Measurement Equipment
Radiated Emission
EQP NO. DESCRIPTION MANUFACTURER MODEL NO. SERIAL NO. LAST CAL
EMDO022 EMI Test Receiver ROHDE & SCHWARZ ESCS 30 100314 2011.03.15
EMDO061 Biconilog Antenna ETS.LINDGREN 3142C 00060439 2010.11.20
EMDO084 MULTI-DVICE CONTROLLER ETS.LINDGREN 2090 00060107 N/A
EMDO088 Video Contol Unit ETS.LINDGREN Y21953A 2601073 N/A
EMDO093 Monitor ViewSonic VA9036 Q8X064201876 | N/A
EMD102 Intelligent Frequency Ainuo Instrument Co., Ltd [ AN97005SS 79707454 N/A
EMD105 FACT-3 EMC Chamber ETS.LINDGREN FACT-3 3803 N/A
Conducted Emission

EQP NO. | DESCRIPTION MANUFACTURER MODEL NO. SERIAL NO. LAST CAL
EMDO003 IMPULSEGRENZER PULSE ROHDE & SCHWARZ ESH3-Z2 100071 2011.03.15

LIMITER
EMDO004 ZWEILEITER-V- ROHDE & SCHWARZ ESH3-Z5 100102 2011.03.15

NETZNACHBILDUNG TWO-

LINE V-NETWORK
EMDO009 Passive Voltage Probe ROHDE & SCHWARZ ESH2-Z3 100020 2011.03.15
EMDO036 EMI Test Receiver ROHDE & SCHWARZ ESIB26 100388 2011.09.07
EMDO041 TWO-LINE V-NETWORK ROHDE & SCHWARZ ENV216 100261 2011.07.15
EMD103 Intelligent Frequency Ainuo Instrument Co., AN97005SS 79707455 N/A

Ltd
EMD106 Shielding Room #1 ETS.LINDGREN RFD-100 3802 N/A
Remark:

N/A  Not Applicable
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PHOTOGRAPH (S) OF PRODUCT

Front View of The Product
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PHOTOGRAPH (S) OF PRODUCT

Rear View of The Product
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PHOTOGRAPH (S) OF PRODUCT

Radiated Emission Test Set U
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PHOTOGRAPH (S) OF PRODUCT

Conducted Emission Test Set U

STC (Dongguan) Company Limited

68 Fumin Nan Road, Dalang, Dongguan, China. (Zip Code : 523 770)
Tel : (86 769) 8111 9888 Fax : (86 769) 8111 6222 E-mail : dgstc@dgstc.org Homepage : www.dgstc.org

This report shall not be reproduced unless with prior written approval from STC (Dongguan) Company Limited.
For Conditions of Issuance of this test report, please refer to the overleaf or Homepage.



